
 

 

 

PRODUCER STATEMENT EARTHEN INTERIOR & EXTERIOR PROFILES   

• Earthen interior and exterior profiles are manufactured from premium quality clears 

grade New Zealand radiata. 

  

• Earthen interior profiles are untreated: Reference 

https://www.healthbasedbuilding.com/earthen/interior-profiles 

 

• Earthen interior profiles can be paint coated or oil coated using acrylic paint or 

Foreverbreathe Paint or Foreverbreathe Oil: Reference 

https://www.healthbasedbuilding.com/coatings/paint/interior-paint 

https://www.healthbasedbuilding.com/coatings/interior-oil  

 

• Foreverbreathe Oil E3 Compliance: Reference  
https://healthbasedbuilding.co.nz/documents/ComplianceStatementForE3v1.1_26.1.24.pdf 

 

• Earthen exterior profiles are treated using Micropro MCA: Reference 
https://healthbasedbuilding.co.nz/documents/MicroProTreatmentTechnicalInfo_v.1.0_26.7.2

1.pdf 

 

• Earthen exterior profiles can be paint coated or oil coated using acrylic paint or 

Foreverbreathe Oil: Reference 

https://healthbasedbuilding.co.nz/documents/MicroProTreatmentTechnicalInfo_v.1.0_26.7.2

1.pdf 

 

• Earthen exterior and interior profiles can be installed using nails, pins, or screws. 

HBB can be contacted for guidance on correct installation methods pertaining to 

specific structural design.  
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