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Refer to E2/AS1 for 
threshold detail

50mm min cladding 
overhang

Concrete floor slab, refer to 
drawings

9mm Magnum Board® wall 
lining, Foreverbreathe paint 
finish

Wall lining fixed with Simpson 
Strong Tie WSCBGHLA114SA 
4.5x32mm screws

9mm Magnum Board® 
rigid air barrier

Hardie & Thomson Earthen 
Bevel-Back Weatherboard 
cladding 

H3.2 pine 20mm vertical 
cavity battens fixed @ 
600mm crs

Selected Hardie and Thomson 
timber skirting.

DPC between all timber 
and concrete

6mm min gap between 
back of rigid air barrier and 
concrete perimeter

H1.2 LVL studs, refer to 
drawings

Cavity closure allow 15mm drip 
edge to bottom of cladding

1
5

4
0

Face fixed with SS flat head 316 
85x3.25mm angular grooved nails
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HT61 Bevel-Back Weatherboard Details Concrete
Foundation Detail
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Concrete Foundation Detail



5
0

'Z' flashing at Magnum Board ® 
rigid air barrier joint, for where 
sheet lengths exceed 2.4 or 2.7m

Rigid air barrier fixings: Paslode 
Impulse 50x2.8mm SS round drive 
nails. Refer to Magnum Board ® rigid 
air barrier technical manual 
specifications and fixing installation 
diagram.

1
5

9mm Magnum Board® rigid air 
barrier, Foreverbreathe paint

Hardie & Thomson Earthen 
Bevel-Back Weatherboard 
cladding 

9mm Magnum Board® 
rigid air barrier

H1.2 LVL studs, refer to drawings

H3.2 pine 20mm vertical 
cavity battens fixed @ 
600mm crs

Selected Hardie and Thomson 
timber skirting. 

Selected flooring, refer to 
drawings

H1.2 LVL timber joist, refer to 
drawings

9mm Magnum Board® wall lining, 
Foreverbreathe paint finish

Cavity closure allow 15mm drip 
edge to bottom of cladding

Face fixed with SS flat head 316 
85x3.25mm angular grooved nails

Wall lining fixed with Simpson 
Strong Tie WSCBGHLA114SA 
4.5x32mm screws
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HT61 Bevel-Back Weatherboard Details Timber
Foundation Detail
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Timber Foundation Detail



9
0

70 20

9mm Magnum Board® 
wall lining, Foreverbreathe 
paint finish

Hardie & Thomson Earthen 
Bevel-Back Weatherboard 
cladding 

9mm Magnum Board® rigid 
air barrier

65x65 PVC external corner 
back flashing

Hardie & Thomson Earthen 
90x20 cover board

ABEP Blue barrier liquid 
applied flashing over rigid 
air barrier joint at corner

H1.2 LVL studs, refer to 
drawings.

H3.2 pine 20mm vertical 
cavity battens fixed @ 
600mm crs

Magnum Board® fixed with 
Simpson Strong Tie 
WSCBGHLA114SA 
4.5x32mm screws, fixed at 
300mm crs, 50mm from 
corners. Refer to Magnum 
Board fixing installation 
diagram

9mm Magnum Board® 
Rigid Air Barrier fixed with 
Paslode Impulse 
50x2.8mm SS round drive 
nails. Refer to Magnum 
Board® rigid air barrier 
technical manual 
specifications.

Fixing from top of board 
10mm min from edge with 
75x3.15mm nails

10

1
0

H3.2 timber scriber
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HT61 Bevel-Back Weatherboard Details External
Corner Detail
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External Corner Detail



9mm Magnum Board® wall 
lining, Foreverbreathe paint 
finish

Hardie & Thomson Earthen 
Bevel-Back Weatherboard 
cladding

9mm Magnum Board® rigid 
air barrier

Proprietary uPVC 90° 
internal corner 'W' mould 
flashing with hems

ABEP Blue barrier liquid 
applied flashing over rigid 
air barrier joint at corner

H1.2 LVL studs, refer to 
drawings

H3.2 pine 20mm vertical 
cavity battens fixed @ 
600mm crs

Magnum Board® fixed with 
Simpson Strong Tie 
WSCBGHLA114SA 
4.5x32mm screws, fixed at 
300mm crs, 50mm from 
corners. Refer to Magnum 
Board fixing installation 
diagram

Rigid Air Barrier fixed with 
Paslode Impulse 
50x2.8mm SS round drive 
nails. Refer to Magnum 
Board ® rigid air barrier 
technical manual 
specifications.

Fixing from top of board 
10mm min from edge with 
75x3.15mm nails

Under lap fixed with SS flat 
head 316 75x3.25mm 
angular grooved nails

10

1
0
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HT61 Bevel-Back Weatherboard Details Internal
Corner Detail
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Internal Corner Detail



Selected profiled metal roofing 
on roofing underlay

Provide solid blocking for fixing

Roof structure in 
accordance with 
NZS3604 or specific 
Engineering design

Hardie & Thomson Earthen Bevel-
Back Weatherboard cladding

H1.2 LVL studs, refer 
to drawings

9mm Magnum Board ® Rigid Air Barrier fixed 
with Paslode Impulse 50x2.8mm SS round 
drive nails. Refer to Magnum Board ® rigid air 
barrier technical manual specifications.

Hardie and Thompson.  Earthen® 
fascia board

Selected spouting

Folded 0.55BMT Prefinished 
metal eaves flashing with hem 
at top edge

H3.2 pine 20mm vertical cavity battens 
fixed @ 600mm crs

9mm MAGNUM 
board® wall lining or 
rigid air barrier, paint 
finish 

50

125mm min.-Refer E@/AS1 Fig. 45

9mm Magnum Board® soffit 
lining, flush stopped, paint finish

Note;
1. All Magnum Board®, ABEP® flashman® products to be installed by 
approved installers approved by NZSFP Ltd.
2. Where ABEP® blue barrier is in contact with biopin® paint, cemix 
acrylbond must be applied before application of biopin paint®.
3. Hardie & Thomson® Cover Boards and Scribers, Biopin Paint®, Terra 
Lana® Wool Insulation are supplied and installed by others.

Hardie & Thomson Earthen ® soffit 
moulding

Ensure roofing underlay is laid 
horizontally and over top of eaves 
flashing. Ensure roof fixing does 
not penetrate eave flashing

Face fixed with SS flat head 316 
85x3.25mm angular grooved nails

Wall lining fixed with 
Simpson Strong Tie 
WSCBGHLA114SA 
4.5x32mm screws
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HT61 Bevel-Back Weatherboard Details Eave - Section 
Detail

 1 : 5

Eave - Section Detail



Roof structure as per NZS3604 
2011 or specific engineering 
design

9mm Magnum Board® soffit lining, flush 
stopped, paint finish

Selected profile metal 
roofing on roofing 
underlay

0.55BMT metal barge 
flashing to match roofing 
with two crests(Min.) cover 
to roofings

Hardie & Thomson Earthen Bevel-Back 
Weatherboard cladding

Y-Refer table 7 E2/AS1

T
a

b
le

 7

Z
 -

 R
e

fe
r

Hardie & Thomson Earthen ® soffit 
moulding

Hardie and Thompson.  
Earthen®fascia board

9mm Magnum Board ® Rigid Air Barrier fixed 
with Paslode Impulse 50x2.8mm SS round 
drive nails. Refer to Magnum Board ® rigid air 
barrier technical manual specifications.

H3.2 pine 20mm vertical cavity battens 
fixed @ 600mm crs

9mm MAGNUM 
board® wall lining or 
rigid air barrier, paint 
finish 

Roof structure in 
accordance with 
NZS3604 or specific 
Engineering design

H1.2 LVL studs, refer 
to drawingsNote;

1. All Magnum Board®, ABEP® flashman® products to be installed by 
approved installers approved by NZSFP Ltd.
2. Where ABEP® blue barrier is in contact with biopin® paint, cemix 
acrylbond must be applied before application of biopin paint®.
3. Hardie & Thomson® Cover Boards and Scribers, Biopin Paint®, Terra 
Lana® Wool Insulation are supplied and installed by others.

Face fixed with SS flat head 316 
85x3.25mm angular grooved nails
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HT61 Bevel-Back Weatherboard Details Barge -
Section Detail

 1 : 5

Barge - Sectional Detail



Selected profiled metal roofing on 
roofing underlay

Provide solid blocking for fixing

Hardie & Thomson Earthen Bevel-Back 
Weatherboard cladding

9mm Magnum Board ® Rigid Air 
Barrier fixed with Paslode Impulse 
50x2.8mm SS round drive nails. 
Refer to Magnum Board ® rigid air 
barrier technical manual 
specifications.

Hardie and Thompson.  Earthen® fascia 
board

Selected spouting

Folded 0.55BMT Prefinished 
metal eaves flashing with hem 
at top edge

H3.2 pine 20mm vertical cavity battens 
fixed @ 600mm crs

50

50

125mm min - Refer to E2/AS1 Fig 45

Roof structure in accordance with 
NZS3604 or specific Engineering 
design

H1.2 LVL studs, refer to drawings

9mm MAGNUM board® lining, 
paint finish 

4
0

Wall lining fixed with Simpson 
Strong Tie WSCBGHLA114SA 
4.5x32mm screws

Selected profiled metel roofing on 
roofing underlay

Roof structure in accordance with 
NZS3604 or specific Engineering 
design

Hardie & Thomson Earthen Bevel-Back 
Weatherboard cladding

9mm Magnum Board ® Rigid Air 
Barrier fixed with Paslode Impulse 
50x2.8mm SS round drive nails. 
Refer to Magnum Board ® rigid air 
barrier technical manual 
specifications.

Prefinished metal barge flashing.  
Confirm min cover requirements 
over with E2/AS1 Table 7

Compressible seal.  Confirm if 
required with selected roofing 
manufacturer's instructions

H3.2 pine 20mm vertical cavity battens 
fixed @ 600mm crs

Z
 -

 R
e

fe
r 

T
a
b

le
 7

 E
2
/A

S
1

Y - Refer Table 7 E2/AS1

Hardie and Thompson.  Earthen® fascia 
board

H1.2 LVL studs, refer to drawings

9mm MAGNUM board® wall lining 
or rigid air barrier, paint finish 

Face fixed with SS flat head 316 
85x3.25mm angular grooved nails

Wall lining fixed with Simpson Strong Tie 
WSCBGHLA114SA 4.5x32mm screws
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HT61 Bevel-Back Weatherboard Details Roof - Wall
Ridge - Section Detail
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Barge - No Soffit Detail

 1 : 5

Roof - Wall ridge - Section Detail
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Hardie & Thomson Earthen Bevel-Back 
Weatherboard cladding

ABEP ® mulehide tape applied over top 
of apron flashing 

Cavity closure allow 15mm drip edge to 
bottom of cladding

Y - Refer Table 7 E2/AS1

Prefinish metal apron flashing. 75mm Cover 
behind cladding. 35mm min. clearance 
between cladding and flashing. Refer to 
E2/AS1 Table 7 for cover over roofing

5mm max. Gap between flashing and roofing

Roof structure in accordance with 
NZS3504:2011 or specific engineer design

Timber stringer fixed to wall framing. Refer 
to NZS3604:2011

9mm Magnum board® soffit lining. Flush 
stopped. 

Hardie & Thompson Earthen® soffit 
moulding

Prior to installation, pre coat back of batten 
with ABEP® Blue barrier liquid applied 
flashing

9mm Magnum Board® rigid air barrier

Note: Where ABEP® Blue barrier ie in 
contact with Biopin ® paint, cemix acrylbond 
must be applied before application of Biopin 
Paint ® 

H1.2 LVL studs, refer to drawings

9mm MAGNUM board® wall lining 
or rigid air barrier, paint finish 

g
a
p

7
5
 m

m
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in

1
5

H3.2 pine 20mm vertical cavity battens 
fixed @ 600mm crs

Face fixed with SS flat head 316 
85x3.25mm angular grooved nails
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HT61 Bevel-Back Weatherboard Details Canopy
Junction - Section Detail
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Canopy Junction - Section Detail



9mm Magnum Board ® rigid 
air barrier

10 - 12mm min horizontal control 
joint.  Required where wall 
exceeds 2700mm in height

ABEP® Blue barrier joint filler.  
Approved bond breaker is applied 
over the blue barrier joint

1mm thick continuous ABEP® 
Blue barrier liquid flashing applied 
over mulehide tape.  Extend 25mm 
either side of tape and seal to RAB

2
5

2
5

5
0

50mm continuous width of 
mulehide tape over joint in 
Magnum board® rigid air barrier

9mm Magnum Board ® Rigid Air 
Barrier fixed with Paslode Impulse 
50x2.8mm SS round drive nails. 
Refer to Magnum Board ® rigid air 
barrier technical manual 
specifications.

9mm Magnum Board ® Rigid Air 
Barrier fixed with Paslode Impulse 
50x2.8mm SS round drive nails. 
Refer to Magnum Board ® rigid air 
barrier technical manual 
specifications.

H1.2 Bottom plate

Floor joists refer to plan

H1.2 Top plate

Hardie & Thomson Earthen Bevel-
Back Weatherboard cladding

9mm Magnum Board ® Rigid Air 
Barrier fixed with Paslode Impulse 
50x2.8mm SS round drive nails. 
Refer to Magnum Board ® rigid air 
barrier technical manual 
specifications.

m
in

3
5

m
in

3
5

15°

Purpose made aluminium flashing. 
15° min slope.  Refer to table 20 of 
E2/AS1 for flashing durability

35mm Min cover 
flashing over cladding.  

35mm Min cover 
flashing over cladding.  

Hardie & Thomson Earthen Bevel-
Back Weatherboard cladding

9mm MAGNUM board® wall lining or 
rigid air barrier, paint finish 

H3.2 pine 20mm vertical 
cavity battens fixed @ 
600mm crs

g
a
p1
0

Cavity closure allow 15mm drip 
edge to bottom of cladding

H1.2 LVL studs, refer to drawings

9mm MAGNUM board® wall lining or 
rigid air barrier, paint finish 

H3.2 pine 20mm vertical 
cavity battens fixed @ 
600mm crs

Face fixed with SS flat head 316 
85x3.25mm angular grooved nails

Wall lining fixed with Simpson Strong Tie 
WSCBGHLA114SA 4.5x32mm screws
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HT61 Bevel-Back Weatherboard Details Horizontal
Control Joint

 1 : 2

Horizontal Control Joint



2
5

2
5

5
0

Hardie & Thomson Earthen Bevel-
Back Weatherboard cladding

10 - 12mm min vertical control joint.  
Required where wall exceeds 6m in 
length. Fill with ABEP BEP® Blue 
barrier joint filler continuous bead of 
sealant 

9mm Magnum Board ® Rigid Air 
Barrier fixed with Paslode Impulse 
50x2.8mm SS round drive nails. 
Refer to Magnum Board ® rigid air 
barrier technical manual 
specifications.

1mm thick continuous ABEP BEP® 
Blue barrier liquid flashing applied 
over mulehide tape.  Extend 25mm 
either side of tape and seal to RAB

50mm continuous width of mulehide 
tape over joint in Magnum RAB board

H3.2 pine 20mm vertical cavity 
battens fixed @ 600mm crs

H1.2 LVL studs, refer to drawings

9mm MAGNUM board® wall lining 
or rigid air barrier, paint finish 

Wall lining fixed with Simpson 
Strong Tie WSCBGHLA114SA 
4.5x32mm screws
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HT61 Bevel-Back Weatherboard Details Vertical
Control Joint

 1 : 2

Vertical Control Joint
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10mm Gap nominal to allow for 
head deflection and air seal 

Continuous flexible air seal on PEF 
backing rod to perimeter of opening

ABEP® Blue barrier liquid applied 
flashing. Apply according to 
manufacturer's instructions

Temporary packers if required 
are to be removed after fixing

Hardie & Thomson Earthen Bevel-Back 
Weatherboard cladding

Proprietary tape over head flashing 
supplied and installed by flashman

Bottom of cladding must be hard down 
on top of flashman jamb fin

Flashman ® extruded aluminium one piece 
cavity closure and head flashing with stop 
end (shown dashed)

35mm  min. Flashing upstand behind 
cladding, and 10mm min. cover over joinery

Flashman extruded aluminium jamb flashing

H1.2 Lintel refer to plan

9mm Magnum Board ® Rigid Air Barrier fixed 
with Paslode Impulse 50x2.8mm SS round 
drive nails. Refer to Magnum Board ® rigid air 
barrier technical manual specifications.

9mm MAGNUM board® wall lining 
or rigid air barrier, paint finish 

H1.2 LVL studs, refer to drawings

Cavity closure allow 15mm drip edge to 
bottom of cladding

Earthen® timber reveal - choose size + code

H3.2 pine 20mm vertical cavity battens fixed 
@ 600mm crs

Wall lining fixed with Simpson Strong Tie 
WSCBGHLA114SA 4.5x32mm screws

10mm nominal gap

Continuous flexible air seal on 
PEF backing rod to perimeter of 
opening

Timber packer as required

H3.1 Packer supplied and 
installed by flashman

Flashman back plate (Shown dashed)

Bead of sealant applied by 
flashman installer

Flashman® extruded aluminium 
slimline line

1
0

3

Earthen ® timber reveal

14 Gauge Hot Dip Galvanised (316 SS 
Where required) S.T. H.C Screws at 600mm 
crs with 65mm min. frame penetration. 
Supplied and installed by flashing ®. Refer to 
E2/AS for durability requirements

Flashman ® aluminium mitre soaker 
supplied by flashman

3mm Gap between bottom edge of 
extruded aluminium flange and top of 
flashman sill

ABEP® Blue barrier liquid applied flashing. 
Apply according to manufacturer's instructions

Hardie & Thomson Earthen Bevel-Back 
Weatherboard cladding

9mm Magnum Board ® Rigid Air Barrier fixed 
with Paslode Impulse 50x2.8mm SS round 
drive nails. Refer to Magnum Board ® rigid air 
barrier technical manual specifications.

9mm MAGNUM board® wall lining 
or rigid air barrier, paint finish 

H1.2 LVL studs, refer to drawings

H3.2 pine 20mm vertical cavity battens fixed 
@ 600mm crs

Face fixed with SS flat head 316 
85x3.25mm angular grooved nails

Wall lining fixed with Simpson Strong Tie 
WSCBGHLA114SA 4.5x32mm screws
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HT61 Bevel-Back Weatherboard Details Typical Head
and Sill Detail

 1 : 5

Typical Head Detail

 1 : 5

Typical Sill Detail



5 10

Note: Where ABEP® Blue barrier is in contact with 
BIOPIN ® Paint, cemix acrylbond must be applied 
before application of BIOPIN paint ®

10

10mm Nominal gap

Earthen ® timber reveal 
and architrave

Continuous flexible air seal 
on PEF backing rod to 
perimeter of opening

Timber packer as required

ABEP® Blue barrier liquid 
applied flashing. Apply according 
to manufacturer's instruction

Selected aluminium joinery

Head flashing over (Shown 
dashed)

Powdercoated aluminium J 
flashing 

10mm min. joinery cover over 
jamb flashing

DO NOT FIX THROUGH JAMB 
FLASHING

Line of flashing slimline ® sill below
Bead of sealant

Flashman® extruded 40mm aluminium 
jamb flashing

Hardie & Thomson Earthen Bevel-
Back Weatherboard cladding

9mm Magnum Board ® Rigid Air 
Barrier fixed with Paslode Impulse 
50x2.8mm SS round drive nails. 
Refer to Magnum Board ® rigid air 
barrier technical manual 
specifications.

H3.2 pine 20mm vertical cavity 
battens fixed @ 600mm crs

H1.2 LVL studs, refer to drawings

9mm MAGNUM board® wall lining 
or rigid air barrier, paint finish 

Fixing from top of board 10mm 
min from edge with 75x3.15mm 
nails

Wall lining fixed with Simpson Strong Tie 
WSCBGHLA114SA 4.5x32mm screws
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HT61 Bevel-Back Weatherboard Details Typical
Jamb Detail

 1 : 5

Typical Jamb Detail



Hardie & Thomson Earthen 
Bevel-Back Weatherboard 
cladding 

9mm Magnum Board® rigid air 
barrier

H1.2 LVL timber joist, refer to 
drawings

H3.2 pine 20mm vertical cavity battens 
fixed @ 600mm crs

9mm Magnum Board® Rigid Air Barrier fixed 
with Paslode Impulse 50x2.8mm SS round 
drive nails. Refer to Magnum Board ® rigid air 
barrier technical manual specifications.

Fixing from top of board 10mm min 
from edge with 75x3.15mm nails

Continuous flexible air seal on 
PEF backing rod to perimeter 
of opening

Flexible flashing tape as per E2/AS1 
2011 figure 17b

12mm gap between stringer and 
cladding/joinery
Note: 20mm gap if deck is independently 
supported

Decking as per drawings, joist sizes 
and fixings in accordance with 
NZS3604:2011

Deck stringer and fixings in 
accordance with NZS3604:2011 
or specific engineering design

Selected flooring, refer to drawings

Cavity closure allow 15mm drip edge to 
bottom of cladding

12

9mm MAGNUM Board® wall lining 
or rigid air barrier, paint finish 

1
5

5
0
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HT61 Bevel-Back Weatherboard Details Deck
Threshold Detail

 1 : 2

Deck Threshold Detail



Vanluk rubber boot with adhesive 
collar. refer to www.vanluk.co.nz

Solid blocking around penetration 
with minimum 75mm overlap to RAB

Butynol flashing over rubber boot as per 
vanluk installation instruction

Clear MS sealant to top half of flange

Clear MS sealant 10mm wide x 6mm 
Deep sealant on bond breaker see 
E2/AS1 FIG 68of flange

Pipe penetration sloping to outside

Powder coated flange plate

Note:
1. Where ABEP® Blue barrier is in contact with 
Biopin ® paint, cemix acrylbond must be applied
before application of biopin paint ® 

Hardie & Thomson Earthen Bevel-
Back Weatherboard cladding

9mm Magnum Board ® rigid air barrier 
fixed with Paslode Impulse 50x2.8mm SS 
round drive nails. Refer to Magnum Board 
® rigid air barrier technical manual 
specifications.

H3.2 pine 20mm vertical cavity battens fixed 
@ 600mm crs

9mm MAGNUM board® wall lining 
or rigid air barrier, paint finish 

H3.2 pine 20mm vertical cavity 
battens fixed @ 600mm crs

9mm Magnum Board® wall lining, 
Foreverbreathe paint finish

Wall lining fixed with Simpson Strong Tie 
WSCBGHLA114SA 4.5x32mm screws

4
0

Face fixed with SS flat head 316 
85x3.25mm angular grooved nails

9mm Magnum Board® wall lining, 
Foreverbreathe paint finish

Hardie & Thomson Earthen Bevel-
Back Weatherboard cladding

ABEP barrier liquid applied flashing 
over rigid air barrier joint at corner

H3.2 pine 20mm vertical 
cavity battens fixed @ 
600mm crs

Rigid Air Barrier fixed with 
Paslode Impulse 50x2.8mm SS 
round drive nails. Refer to 
Magnum Board ® rigid air barrier 
technical manual specifications.

6

Powdercoated aluminium flange plate

Vanluk rubber boot with adhesive collar. 
Refer to www.vanluk.co.nz

Butyl flashing over rubber boot per 
vanluk installation instruction

Support pipe with a nog under and 
screw fixed strap over

Note: Alternative option is to remove flange 
plate and provide clear sealant in place of 
ABEP Blue barrier joint filler

H1.2 LVL studs refer to 
drawings

Wall lining fixed with Simpson 
Strong Tie 
WSCBGHLA114SA 
4.5x32mm screws

GRAPHIC SCALES
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Pipe Penetration Section Detail

 1 : 5

Pipe Penetration Plan Detail





https://www.healthbasedbuilding.com/coatings/paint/foreverbreathe-weather-protection-paint?gn=Foreverbreathe%E2%84%A2%20Paint&gp=22
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Hazard Statements 
H226 Flammable liquid and vapour. 
H304 May be fatal if swallowed and enters airways. 
H315 Causes skin irritation. 
H317 May cause an allergic skin reaction. 
H336 May cause drowsiness or dizziness. 
H351 Suspected of causing cancer . 
H361 Suspected of damaging fertility or the unborn child . 
H411 Toxic to aquatic life with long lasting effects. 

Prevention Precautionary Statements 
P102 Keep out of reach of children. 
P103 Read label before use. 
P201 Obtain special instructions before use. 
P202 Do not handle until all safety precautions have been read and understood. 
P210 Keep away from heat/sparks/open flames/hot surfaces. No smoking. 
P233 Keep container tightly closed. 
P240 Ground/bond container and receiving equipment. 
P241 Use explosion-proof electrical, ventilating, lighting and all other equipment. 
P242 Use only non-sparking tools. 
P243 Take precautionary measures against static discharge. 
P261 Avoid breathing dust, fume, gas, mist, vapours or spray.. 
P264 Wash hands, face and all exposed skin thoroughly after handling. 
P271 Use only outdoors or in a well-ventilated area. 
P272 Contaminated work clothing should not be allowed out of the workplace. 
P273 Avoid release to the environment. 
P281 Use personal protective equipment as required. 

Response Precautionary Statements 
P101 If medical advice is needed, have product container or label at hand. 
P301+P310 IF SWALLOWED: Immediately call a POISON CENTRE or doctor/physician. 
P303+P361+P353 IF ON SKIN (or hair): Remove/Take off immediately all contaminated clothing. Rinse 

skin with water/shower. 
P304+P340 IF INHALED: Remove victim to fresh air and keep at rest in a position comfortable 

for breathing. 
P312 Call a POISON CENTRE or doctor/physician if you feel unwell. 
P331 Do NOT induce vomiting. 
P333+P313 If skin irritation or rash occurs: Get medical advice/attention. 
P362 Take off contaminated clothing and wash before reuse. 
P391 Collect spillage. 

Storage Precautionary Statements 
P403+P233 Store in a well-ventilated place. Keep container tightly closed. 
P403+P235 Store in a well-ventilated place. Keep cool. 
P405 Store locked up. 

Disposal Precautionary Statement 
P501 Dispose of contents/container in accordance with local, regional, national and 

international regulations. 

DANGEROUS GOOD CLASSIFICATION 

Classified as Dangerous Goods by the criteria of the "Australian Code for the Transport of Dangerous Goods by 
Road & Rail" and the "New Zealand NZS5433: Transport of Dangerous Goods on Land". 

Dangerous Goods Class: 3 

3. COMPOSITION INFORMATION
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CHEMICAL ENTITY CAS NO PROPORTION 

Naphtha, petroleum, hydrodesulfurized heavy 64742-82-1 10-30 % (w/w)
Xylene 1330-20-7 1-10 % (w/w)
Ethyl benzene 100-41-4 <1 % (w/w)
Hexanoic acid, 2-ethyl-, zirconium salt 22464-99-9 <1 % (w/w)
Methyl ethyl ketoxime 96-29-7 <1 % (w/w)
Naphthalene 91-20-3 <0.1 % (w/w) 
Ingredients determined to be Non-Hazardous Balance 

____________ 
100% 

4. FIRST AID MEASURES

If poisoning occurs, contact a doctor or Poisons Information Centre (Phone Australia 131 126, New Zealand 0800 
764 766). 

Inhalation:  Remove victim from exposure - avoid becoming a casualty.  Remove contaminated clothing and 
loosen remaining clothing.  Allow patient to assume most comfortable position and keep warm.  Keep at rest until 
fully recovered.  Seek medical advice if effects persist.   

Skin Contact:  Effects may be delayed.  If skin or hair contact occurs, immediately remove contaminated clothing 
and flush skin and hair with running water.  Continue flushing with water until advised to stop by the Poisons 
Information Centre or a Doctor; or for 15 minutes and transport to Doctor or Hospital.    For gross contamination, 
immediately drench with water and remove clothing. Continue to flush skin and hair with plenty of water (and soap 
if material is insoluble).  For skin burns, cover with a clean, dry dressing until medical help is available.  If 
blistering occurs, do NOT break blisters.  If swelling, redness, blistering, or irritation occurs seek medical 
assistance.   

Eye contact:  If in eyes wash out immediately with water. In all cases of eye contamination it is a sensible 
precaution to seek medical advice.   

Ingestion:  Immediately rinse mouth with water.  If swallowed, do NOT induce vomiting.  Give a glass of water to 
drink.  Never give anything by the mouth to an unconscious patient.  If vomiting occurs give further water.  
Immediately call Poisons Centre or Doctor.   

PPE for First Aiders:  Wear safety shoes, overalls, gloves, safety glasses, respirator.  Use with adequate 
ventilation.  If inhalation risk exists wear organic vapour/particulate respirator meeting the requirements of 
AS/NZS 1715 and AS/NZS 1716.  Available information suggests that gloves made from nitrile rubber should be 
suitable for intermittent contact.  However, due to variations in glove construction and local conditions, the user 
should make a final assessment.  Always wash hands before smoking, eating, drinking or using the toilet.  Wash 
contaminated clothing and other protective equipment before storing or re-using. 

Notes to physician:  Treat symptomatically.  Effects may be delayed.  

5. FIRE FIGHTING MEASURES

Hazchem Code: •3Y 

Suitable extinguishing media: If material is involved in a fire use alcohol resistant foam or dry agent (carbon 
dioxide, dry chemical powder).   

Specific hazards: Flammable liquid and vapour.  May form flammable vapour mixtures with air.  Flameproof 
equipment necessary in area where this chemical is being used.  Nearby equipment must be earthed.  Electrical 
requirements for work area should be assessed according to AS3000.  Vapour may travel a considerable 
distance to source of ignition and flash back.  Avoid all ignition sources.  All potential sources of ignition (open 
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flames, pilot lights, furnaces, spark producing switches and electrical equipment etc) must be eliminated both in 
and near the work area.  Do NOT smoke.   
 
Fire fighting further advice: Heating can cause expansion or decomposition leading to violent rupture of 
containers.  If safe to do so, remove containers from path of fire.  Keep containers cool with water spray.  On 
burning or decomposing may emit toxic fumes.  Fire fighters to wear self-contained breathing apparatus and 
suitable protective clothing if risk of exposure to vapour or products of combustion or decomposition.   
 

6. ACCIDENTAL RELEASE MEASURES 

 
SMALL SPILLS 
Wear protective equipment to prevent skin and eye contamination.  Avoid inhalation of vapours or dust.  Wipe up 
with absorbent (clean rag or paper towels).  Collect and seal in properly labelled containers or drums for disposal.   
 
LARGE SPILLS 
If safe to do so, shut off all possible sources of ignition.  Clear area of all unprotected personnel.  Slippery when 
spilt.  Avoid accidents, clean up immediately.  Wear protective equipment to prevent skin and eye contamination 
and the inhalation of vapours.  Work up wind or increase ventilation.  Contain - prevent run off into drains and 
waterways.  Use absorbent (soil, sand or other inert material).  Use a spark-free shovel.  Collect and seal in 
properly labelled containers or drums for disposal.  If contamination of crops, sewers or waterways has occurred 
advise local emergency services.   
 
Dangerous Goods - Initial Emergency Response Guide No: 14 
 

7. HANDLING AND STORAGE 

 
Handling: Avoid eye contact and skin contact.  Avoid inhalation of vapour, mist or aerosols.   
 
Storage: Store in a cool, dry, well-ventilated place and out of direct sunlight.  Store away from foodstuffs.  Store 
away from incompatible materials described in Section 10.  Store away from sources of heat and/or ignition.  
Store locked up.  Keep container standing upright.  Keep containers closed when not in use - check regularly for 
leaks.     
 
This material is classified as a Class 3 Flammable Liquid as per the criteria of the "New Zealand NZS5433: 
Transport of Dangerous Goods on Land" and/or the "Australian Code for the Transport of Dangerous Goods by 
Road & Rail" and must be stored in accordance with the relevant regulations. 
 

8. EXPOSURE CONTROLS / PERSONAL PROTECTION 

 
National occupational exposure limits:  
 
 TWA STEL NOTICES 
 ppm mg/m3 ppm mg/m3  
      
Ethyl benzene 100 434 125 543  
Naphthalene 10 52 15 79  
Xylene (o-, m-, p-isomers) (Dimethylbenzene) 50 217    

 
As published by WorkSafe New Zealand. 
 
WES-TWA (Workplace Exposure Standard - Time-weighted average).  The average airborne concentration of a 
substance calculated over an eight-hour working day. 
 
WES-Ceiling (Workplace Exposure Standard - Ceiling).  A concentration that should not be exceeded at any time 
during any part of the working day. 
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WES-STEL (Workplace Exposure Standard - Short-term exposure limit).  The 15-minute time weighted average 
exposure standard.  Applies to any 15-minute period in the working day and is designed to protect the worker 
against adverse effects of irritation, chronic or irreversible tissue change, or narcosis that may increase the 
likelihood of accidents.  The WES-STEL is not an alternative to the WES-TWA; both the short-term and time-
weighted average exposures apply.  Exposures at concentrations between the WES-TWA and the WES-STEL 
should be less than 15 minutes, should occur no more than four times per day, and there should be at least 60 
minutes between successive exposures in this range. 
 
These Exposure Standards are guides to be used in the control of occupational health hazards. All atmospheric 
contamination should be kept too as low a level as is workable.  These exposure standards should not be used as 
fine dividing lines between safe and dangerous concentrations of chemicals.  They are not a measure of relative 
toxicity. 
 
If the directions for use on the product label are followed, exposure of individuals using the product should not 
exceed the above standard.  The standard was created for workers who are routinely, potentially exposed during 
product manufacture.   
 
 
Biological Limit Values: As per the WorkSafe New Zealand the ingredients in this material do not have a 
Biological Limit Allocated. 
 
Engineering Measures: Ensure ventilation is adequate to maintain air concentrations below Exposure 
Standards.  Use only in well ventilated areas.  Use with local exhaust ventilation or while wearing appropriate 
respirator.  Vapour heavier than air - prevent concentration in hollows or sumps.  Do NOT enter confined spaces 
where vapour may have collected.   
 
Personal Protection Equipment: SAFETY SHOES, OVERALLS, GLOVES, SAFETY GLASSES, 
RESPIRATOR. 
 
Wear safety shoes, overalls, gloves, safety glasses, respirator.  Use with adequate ventilation.  If inhalation risk 
exists wear organic vapour/particulate respirator meeting the requirements of AS/NZS 1715 and AS/NZS 1716.  
Available information suggests that gloves made from nitrile rubber should be suitable for intermittent contact.  
However, due to variations in glove construction and local conditions, the user should make a final assessment.  
Always wash hands before smoking, eating, drinking or using the toilet.  Wash contaminated clothing and other 
protective equipment before storing or re-using. 
 
Hygiene measures:  Keep away from food, drink and animal feeding stuffs.  When using do not eat, drink or 
smoke.  Wash hands prior to eating, drinking or smoking.  Avoid contact with clothing.  Avoid eye contact and skin 
contact.  Avoid inhalation of vapour, mist or aerosols.  Ensure that eyewash stations and safety showers are close 
to the workstation location. 
 

9. PHYSICAL AND CHEMICAL PROPERTIES 

 
Form: Viscous Liquid 
Colour: Various 
Odour: Solvent 

 
Solubility: Insoluble in water. Soluble in organic solvents. 
Specific Gravity: 1.0 - 1.4 
Relative Vapour Density (air=1): >1 
Vapour Pressure (20 °C): N Av 
Flash Point (°C): >23 
Flammability Limits (%): N Av 
Autoignition Temperature (°C): N Av 
Melting Point/Range (°C): N Av 
Boiling Point/Range (°C): N Av 
Decomposition Point (°C): N Av 
pH: N Av 
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Viscosity: >21 mm²/sec @ 40 °C
Total VOC (g/Litre): N Av

(Typical values only - consult specification sheet) 
N Av  =  Not available, N App  =  Not applicable 

10. STABILITY AND REACTIVITY

Chemical stability: This material is thermally stable when stored and used as directed.   

Conditions to avoid: Elevated temperatures and sources of ignition.   

Incompatible materials: Oxidising agents.   

Hazardous decomposition products: Oxides of carbon and nitrogen, smoke and other toxic fumes.  

Hazardous reactions: No known hazardous reactions.   

11. TOXICOLOGICAL INFORMATION

No adverse health effects expected if the product is handled in accordance with this Safety Data Sheet and the 
product label.  Symptoms or effects that may arise if the product is mishandled and overexposure occurs are: 

Acute Effects 

Inhalation: Material may be an irritant to mucous membranes and respiratory tract.  Inhalation of vapour can 
result in headaches, dizziness and possible nausea.  Inhalation of high concentrations can produce central 
nervous system depression, which can lead to loss of co-ordination, impaired judgement and if exposure is 
prolonged, unconsciousness.   

Skin contact: Contact with skin will result in irritation.  A skin sensitiser.  Repeated or prolonged skin contact may 
lead to allergic contact dermatitis.   

Ingestion: Swallowing can result in nausea, vomiting and irritation of the gastrointestinal tract.  May cause lung 
damage if swallowed.  Small amounts of liquid aspirated into the respiratory system during ingestion or vomiting 
may cause bronchopneumonia or pulmonary oedema.   

Eye contact: May be an eye irritant.  

Acute toxicity 

Inhalation: This material has been classified as non-hazardous.  Acute toxicity estimate (based on ingredients): 
LC50 > 20.0 mg/L for vapours or LC50 > 5.0 mg/L for dust and mist or LC50 > 5,000 ppm gas   

Skin contact: This material has been classified as non-hazardous.  Acute toxicity estimate (based on 
ingredients): >5,000 mg/Kg bw   

Ingestion: This material has been classified as non-hazardous.  Acute toxicity estimate (based on ingredients): 
>5,000 mg/Kg bw

Corrosion/Irritancy: Eye: this material has been classified as not corrosive or irritating to eyes.  Skin: this 
material has been classified as a 6.3A - Substances that are irritating to the skin.   

Sensitisation: Inhalation: this material has been classified as not a respiratory sensitiser.  Skin: this material has 
been classified 6.5B - Substances that are contact sensitisers.   

Aspiration hazard: This material has been classified as a 6.1E - Substances that are acutely toxic - Aspiration 
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Classified as Dangerous Goods by the criteria of the “Australian Code for the Transport of Dangerous Goods by 
Road & Rail" and the "New Zealand NZS5433: Transport of Dangerous Goods on Land". 

UN No: 1263 
Dangerous Goods Class: 3 
Packing Group: III 
Hazchem Code: •3Y
Emergency Response Guide No: 14

Proper Shipping Name: PAINT 

Segregation Dangerous Goods: Not to be loaded with explosives (Class 1), flammable gases (Class 2.1), if 
both are in bulk, toxic gases (Class 2.3), spontaneously combustible substances (Class 4.2), oxidising agents 
(Class 5.1), organic peroxides (Class 5.2), toxic substances (Class 6.1), infectious substances (Class 6.2) or 
radioactive substances (Class 7).  Exemptions may apply.   

MARINE TRANSPORT 
Classified as Dangerous Goods by the criteria of the International Maritime Dangerous Goods Code (IMDG Code) 
for transport by sea.   

UN No: 1263 
Dangerous Goods Class: 3 
Packing Group: III 

Proper Shipping Name: PAINT 

AIR TRANSPORT 
Classified as Dangerous Goods by the criteria of the International Air Transport Association (IATA) Dangerous 
Goods Regulations for transport by air. 

UN No: 1263 
Dangerous Goods Class: 3 
Packing Group: III 

Proper Shipping Name: PAINT 

15. REGULATORY INFORMATION

This material is not subject to the following international agreements: 
Montreal Protocol (Ozone depleting substances) 
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The Stockholm Convention (Persistent Organic Pollutants) 
The Rotterdam Convention (Prior Informed Consent) 
Basel Convention (Hazardous Waste) 
International Convention for the Prevention of Pollution from Ships (MARPOL) 

• All components of this product are listed on or exempt from the New Zealand Inventory of Chemical
(NZIoC). 

EPA Group Standard: HSR002669 - Surface Coatings and Colourants (Flammable, Toxic [6.7]) Group Standard 

Approved handler Yes 
Location test certificate Yes 
Fire extinguishers Yes 
Signage Yes 
Emergency response Yes 
Hazardous atmosphere zone Yes 

16. OTHER INFORMATION

Reason for issue: Revised 

This Safety Data Sheet has been prepared by Chemical Data Services Pty Ltd (chemdata.com.au) on behalf of its 
client. 

Safety Data Sheets are updated frequently.  Please ensure that you have a current copy. 

This SDS summarises at the date of issue our best knowledge of the health and safety hazard information of the 
product, and in particular how to safely handle and use the product in the workplace. Since DuluxGroup 
(Australia) Pty Ltd and DuluxGroup (New Zealand) Pty Ltd cannot anticipate or control the conditions under which 
the product may be used, each user must, prior to usage, review this SDS in the context of how the user intends 
to handle and use the product in the workplace. 

If clarification or further information is needed to ensure that an appropriate assessment can be made, the user 
should contact this company. 

Our responsibility for product as sold is subject to our standard terms and conditions, a copy of which is sent to 
our customers and is also available upon request. 



As the timber is kiln dried, care must be taken to make sure the product 
remains dry at all times before installation. 

Timber must be stored on a well-ventilated level surface, on bearers at least 
250mm off the ground or substrate such as concrete.

Timber must be protected from weather, direct sunlight and moisture prior 
to installation. 

Timber must be pre-coated (first coat) to all edges, back and face before 
installation.

STORAGE AND HANDLING 

&
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