Farthen

HT51 Shiplap Cladding MCA Treated
and Earthen Plus Thermally Modified.
Installed Vertically & Horizontally

Make vour space,
a healthy place.
www.healthbasedbuilding.com

e

This construction document is based on best practice design principles inclusive of structural design,
materials, risk management, fixings, installation, coatings, and maintenance working in harmony to
ensure long serving performance as a built environment. Cladding performance, appearance and
durability can be impacted by individual design preferences. Any attempt to alter the design principles
represented in this document must be represented to Health Based Building for comment.

NOTE: Must be read in conjunction with the Earthen Product Technical Statement (PTS)
NOTE: Earthen Shiplap Cladding can be installed to a 20mm cavity batten or 40mm cavity batten.

NOTE: Where acrylic paints or oil coatings are to be applied to Earthen radiata profiles the topcoat
colours must have the rating LRV45 or higher. Dark colours can encourage resin bleed and distortion
leading to surface cracking, cupping, and paint failure. Application of acrylic paint or oil coatings involving
colours other than those recommended by Health Based Building will void warranties connected to this
product.
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9mm Magnum Board®
rigid air barrier

iy
HBB Earthen HT51 Shiplap l/
cladding // 7,

H3.2 pine 40x40mm horizontal
castellated structural cavity battens
@ 400crs fixed @ stud crs

Face fixed with Silicon Bronze

9mm Magnum Board®
wall lining, Foreverbreathe
paint finish

H1.2 LVL studs @ 600crs
max

Selected HBB timber
skirting.

Rose head 65x3.25mm annular

grooved nails ﬁ\

40mm 316 SS clinch nails @ board IaPS\

Wall lining fixed with
Fortress 6gx32 C3 galv
screws

90x3/15 s/s nail fixing for

Cavity closure allow 15mm drip

structural cavity batten.
Refer fixing note

edge to bottom of cladding

50mm min cladding
overhang

Allow 15mm drip edge
to bottom of cladding

v \
’—* 50mm min

150mm to finish paving

Refer to E2/AS1 for ca -
threshold detail b

Concrete Foundation Detalil
1:2

© S E M B S S
ET . — DPC between all timber
o . .°% - andconcrete
R L e

2 g, N A T
- R
NS L =, Concrete floor slab, refer
~ "¢ . .- _: - todrawings
% Ca- g 9

—* 6mm min gap between
back of rigid air barrier and
concrete perimeter

Fixing Note:

90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA
treated timber.

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.
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A
9mm Magnum Board® rigid '//
air barrier // 9mm Magnum Board® wall lining,
4 Foreverbreathe paint finish
7
H1.2 LVL studs @ 600crs max
e Selected HBB timber skirting.
[

H1.2 LVL studs, refer to drawings 7
p

H3.2 pine 40x40mm horizontal ///
castellated structural cavity A g%

. ——
battens fixed @ 400mm crs = . .

Wall lining fixed with Fortress
69gx32 C3 galv screws

18mm Magnum Board®
flooring

150‘mm
N
\\ ‘
SNl

'Z' flashing at Magnum Board ® /1 °
rigid air barrier joint, for where =~
sheet lengths exceed 2.4 or 2.7m J /
s
[
1/
A
H1.2 LVL timber joist, refer to /
drawings Y
A
. L
HBB Earthen HT51 Shiplap v /
cladding Ps
[
e
H3.2 pine 40x40mm horizontal //
S| castellated structural cavity battens | /7
- @ 400crs fixed @ stud crs Pags
[ ,
Cladding face fixed with Silicon / / -
Bronze Rose head 65x3.25mm / /
annular grooved nails e
40mm 316 SS clinch nails @ . f
board laps
. . Rigid air barrier fixings: Paslode Impulse
g:vg%glgiltjtroemag?m;gé?p drip 65x2.8mm SS round drive. Refer to Magnum
9 9 Board ® rigid air barrier technical manual
r, specifications and fixing installation diagram.
Allow 15mm min drip edge
- to bottom of cladding
. Fixing Note:
90mm x 3.15mm flat head stainless steel nails are required
_ when connecting through Magnum board or into CCA
H H H treated timber.
|| Timber Foundation Detalil
1:2 Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
— structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.
IS
€
S 4
o3

- N 2/15
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9mm Magnum Board® -
wall lining, Foreverbreathe /
paint finish

H1.2 LVL studs @ 600crs —
max

A % {
Wall lining fixed with S =
Fortress 6gx32 C3 galv

screws |_ /\>

I— e
e
)
P
/
I
T ,g /
/

e

| B |
L

Mapei Mapeflex PU35 joint sealant to ///

all Magnum board air barrier joints

HBB Earthen 90x20 cover board ’_———.{ ’_—_—.{

135

Cladding face fixed with Silicon
Bronze Rose head 65x3.25mm
annular grooved nails

40mm 316 SS clinch nails @
board laps

HBB Earthen HT51 Shiplap
cladding

9mm Magnum Board® rigid air
barrier fixed with Paslode
Impulse 65x2.8mm SS round
drive. Refer to Magnum Board®
rigid air barrier technical manual
specifications.

H3.2 pine 40x40mm horizontal
castellated structural cavity
battens @ 400crs fixed @ stud
crs

75x75 uPVC external corner
back flashing

External Corner Detalil Fixina Note:

1:2 90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA
treated timber.

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.

-~ N 3/15
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50

H1.2 LVL studs @ 600crs }._——_‘
max

50

Wall lining fixed with Fortress
6gx32 C3 galv screws

Rigid air barrier fixed with
Paslode Impulse 65x2.8mm SS
round drive. Refer to Magnum
Board ® rigid air barrier technical
manual specifications.

150mm

Mapei Mapeflex PU35joint
sealant to all Magnum board air
barrier joints

50

B 9mm Magnum Board® rigid
1 air barrier

1
o

/l (T .
HBB Earthen 50x50 corner trim

|
|
50

75x75 uPVC einternal corner
flashing

40

100
|

40mm 316 SS clinch nails @
boardlaps ————

/ 9mm Magnum Board® wall
finish

; | lining, Foreverbreathe paint

Cladding face fixed with Silicon
Bronze Rose head 65x3.25mm /
annular grooved nails —— / ¢

H3.2 pine 40x40mm horizontal
castellated structural cavity

battens @ 400crs fixed @ stud
HBB Earthen HT51 Shiplap crs

cladding

o_|
e}
i Internal Corner Detalil Fixing Note:
1:2 90mm x 3.15mm flat head stainless steel nails are required
] when connecting through Magnum board or into CCA
treated timber.
IS
gl Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
e 3 structural cavity battens can be installed provided cladding
E fixing is guaranteed at a minimum 30mm framing.
o3
=
o
AN HEALTH o ,
- B ASED HT51 Vertical Shiplap Details
Al ™
S BUILDING . .
S Internal Corner Detail design
I32)
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Selected profiled metal roofing

on roofing underlay

Ensure roofing underlay is laid
horizontally and over top of eaves
flashing. Ensure roof fixing does
not penetrate eave flashing

Folded 0.55BMT Prefinished 50
metal eaves flashing with hem

1 Fig. 45
at top edge IAST 119

%mgﬂ@fgﬂiﬂ

Selected spouting

Hardie and Thompson. Earthen®
fascia board

Provide solid blocking for fixing “

9mm Magnum Board® soffit
lining, flush stopped, paint finish

HBB Earthen ® soffit moulding

40mm 316 SS clinch nails @ board laps————————————

Cladding face fixed with Silicon Bronze Rose head

~
AT

=]

65x3.25mm annular grooved nails

H3.2 pine 40x40mm horizontal castellated structural

cavity battens @ 400crs fixed @ stud crs

HBB Earthen HT51 Shiplap cladding

9mm Magnum Board ® rigid air barrier fixed
with Paslode Impulse 65x2.8mm SS round
drive. Refer to Magnum Board ® rigid air

barrier technical manual specifications.

Eave - Section Detalil

1:5

g I
’
‘I; ///,7> —
0, S A
- ////////////////// = = /
'%' ?
] éAZ
v 2 7
v =
/ % %
o Z
/ /
§ . /
/ é"%
Vi 2 0
L o 0
/ <<.D4
N @y
Yt
s (=<1
1% o 0
// % %
1 é’ 2
V- é é
1=
7 — o
/ / /

Fixing Note:

90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA
treated timber.

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.

77777

Roof structure in
accordance with
NZS3604 or specific
Engineering design

Wall lining fixed with
Fortress 6gx32 C3 galv
screws

9mm MAGNUM board®

wall and ceiling lining,
paint finish

H1.2 LVL studs @ 600crs

- N
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0.55BMT metal barge
flashing to match roofing Selected profile metal
with two crests(Min.) cover Y-Refer table 7 E2/AS1 roofing on roofing

to roofings —\ } underlay
HBB Earthen®fascia board

)

"//////////////////////////A

Z - Refer

Table 7

Roof structure as per NZS3604
2011 or specific engineering
! design

150mm

( zzzzzzzzz22z222:22:2:22482 2222222722220 0 0 gz A

A
9mm Magnum Board® soffit lining, flush ol 4(
stopped, paint finish

=

NN

N

HBB ® soffit moulding Z Wall lining fixed with
Fortress 6gx32 C3 galv

screws

40mm 316 SS clinch nails @ board laps

i

Cladding face fixed with Silicon Bronze Rose
head 65x3.25mm annular grooved nails Y,

9mm MAGNUM
board® wall and ceiling
lining, paint finish

H3.2 pine 40x40mm horizontal castellated structural e
cavity battens @ 400crs fixed @ stud crs A

100
\
-

H1.2 LVL studs @
600crs

HBB Earthen HT51 Shiplap cladding

9mm Magnum Board ® rigid air barrier fixed with
Paslode Impulse 65x2.8mm SS round drive.
Refer to Magnum Board ® rigid air barrier

!

technical manual specifications.

T Y
A

50

Barge Eave - Section Detail o
Fixing Note:

1:5 90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA
treated timber.

— Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
- fixing is guaranteed at a minimum 30mm framing.

10mm

0

- N 6/15
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125mm min - Refer © E2/AS1 Fig 45

50 \"/"\
Folded 0.55BMT Prefinished
metal eaves flashing with hem

e

Selected profiled metal roofing on
roofing underlay

at top edge
E = | Cladding face fixed with Silicon Bronze Rose
/ o - head 65x3.25mm annular grooved nails
Selected spouting g
—~ AN Provide solid blocking for fixing
40mm 316 SS clinch nails @ J
board laps g —=———— Roof structure in accordance with
H3.2 pine 40x40mm horizontal fual g 283604 or specific Engineering
: esign

castellated structural cavity battens 9
@ 400crs fixed @ stud crs % |

V Wall lining fixed with Fortress
HBB Earthen® fascia board A 6gx32 C3 galv screws

v

J 9mm MAGNUM board® wall lining
HBB Earthen HT51 Shiplap or rigid air barrier, paint finish
cladding b

J

A H1.2 LVL studs @ 600crs
9mm Magnum Board ® rigid air barrier fixed ;
with Paslode Impulse 65x2.8mm SS round
drive. Refer to Magnum Board ® rigid air /
barrier technical manual specifications. ;

Fixing Note:

Barge - No Soffit - Section Detail
1:

5

90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA
treated timber.

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.

Y - Refer Table 7 E2/ASt

Prefinished metal barge flashing.
Confirm min cover requirements
over with E2/AS1 Table 7

Z - Refer Table 7 E2/AS1

Cladding face fixed with Silicon
Bronze Rose head 65x3.25mm
annular grooved nails

540mm 316 SS clinch nails @ board laps

I

:

HBB Earthen® fascia board

§

——-—

HBB Earthen HT51 Shiplap cladding

N

NN

9mm Magnum Board ® rigid air barrier fixed
with Paslode Impulse 65x2.8mm SS round
drive. Refer to Magnum Board ® rigid air
barrier technical manual specifications.

?Q!W"

A T T T
AT

/"
7 "~

Roof - Wall ridge - Section Detail
1:5

Selected profiled metel roofing on
roofing underlay

Compressible seal. Confirm if
required with selected roofing
manufacturer's instructions

H3.2 pine 40x40mm horizontal

castellated structural cavity battens @
400crs fixed @ stud crs

Roof structure in accordance with
NZS3604 or specific Engineering design

Wall lining fixed with Fortress
69x32 C3 galv screws

9mm MAGNUM board® wall and
ceiling lining, paint finish

H1.2 LVL studs @ 600crs

- N

HEALTH

7/15
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/ HBB Earthen HT51 Shiplap cladding
g
//, Thermakraft Premium Joining tape
/] dressed over top edge of apron flashing
| / J
| /! Cladding face fixed with Silicon Bronze Rose
| ,/// head 65x3.25mm annular grooved nails
I/ //
| /) 40mm 316 SS clinch nails @ board laps
/] // Cavity closure allow 15mm drip edge to
= % bottom of cladding
1 . / Prefinished metal apron flashing. 75mm Cover
£ L“f behind cladding. 35mm min. clearance
g _ ¢ between cladding and flashing. Refer to
s} Y - Ref E2/AS1 Table 7 for cover over roofing
— 9 efer Table 7 E2/AS 1
5mm max. Gap between flashing and roofing
e A} 10,
O o
W VW W W70 ﬁ X .
A —=——— Roof structure in accordance with
o o NZS3604:2011 or specific engineer design
—7/
g )
- " 9mm Magnum board® soffit lining
Selected HBB Earthen® soffit moulding
yd
/ H3.2 pine 40x40mm horizontal castellated
structural cavity battens @ 400crs fixed @ stud crs
i d
4 9mm Magnum Board® rigid air barrier
j H1.2 LVL studs @ 600crs
9mm MAGNUM board® wall lining paint finish
il
4
o_|
e}
Canopy Junction - Section Detail Fixing Note:
o 1:5 90mm x 3.15mm flat head stainless steel nails are required
| when connecting through Magnum board or into CCA
treated timber.
o Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
E fixing is guaranteed at a minimum 30mm framing.
S |
o3
=
o
© VR 8/15
AN HEALTH o ,
- B ASED HT51 Vertical Shiplap Details
Al ™
o BUILDING , . , .
q g e Canopy Junction - Section Detail des|gn
P Uray gelecs
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///‘ +—— HBB Earthen HT51 Shiplap
/ % f cladding
9mm MAGNUM board® wall lining, i ’/
paint finish / 9mm Magnum Board ® rigid air
/ /// barrier fixed with Paslode Impulse
< 65x2.8mm SS round drive. Refer to
// / Magnum Board ® rigid air barrier
technical manual specifications.
A °
// /
H1.2 LVL studs @ 600crs 9mm Magnum Board ® rigid air barrier
‘ _
g
I ////
‘ N ///
Wall lining fixed with Fortress k // y Thermakraft Premium Joining tape
6gx32 C3 galv screws ————————»— | //// dressed over horizontal control joint
| | A
H1.2 Bottom plate | Vs Mapei Mapeflex PU35 joint
/ o /] sealant to all Magnum board air
| | & Ay e barrier joints
\ s
S/
o
= | i . .
E_ ) i 10 - 12mm min horizontal control
uO-J ( /// joint. Required where wall exceeds
— | . 2700mm in height
\
I
Fixing Note:
90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA
treated timber. . .
H3.2 pine 40x40mm horizontal
L . castellated structural cavity battens
Refer page 15/15 for batten fixing details. 45x20 H3.2 non-, )
structural cavity battens can be installed provided cladding @ 400crs fixed @ stud crs
fixing is guaranteed at a minimum 30mm framing. Thermakraft Premium Joining tape
dressed over top edge of horizontal
o Z-flashing
S
- 1\ Cladding face fixed with Silicon
. — Vi Bronze Rose head 65x3.25mm
Floor joists refer to plan | 7 7 > annular grooved nails
H % y //‘/¥40mm 316 SS clinch nails @ board laps
35mm Min cover /, . )
flashing over cladding. | ‘ Cavity closure allow 15mm drip edge
o e | to bottom of cladding
8 |.e
2 | Pre-finished metal, purpose made
flashing. 15° min slope. Refer to table
20 of E2/AS1 for flashing durability
ig?
S
8- |H1-2Topplate a3 é —=—— 35mm Min cover
B flashing over cladding.
IS
€
S 4
o |Vertical Detail - Horizontal Control Joint
1:2
=
o
© VR 9/15
AN HEALTH o ,
- B ASED HT51 Vertical Shiplap Details
Al ™
S BUILDING , , .
q 2y Horizontal Control Joint des|gn
hay 6”'al se‘&c’t‘
[ep]
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?
% 1 9mm Magnum Board ® rigid air barrier fixed with
/ / Paslode Impulse 65x2.8mm SS round drive.
% :| P f{efher‘to IMagnun|'1 Boarfc} ®t‘rigid air barrier
/ echnical manual specifications.
% ) S— HBB Earthen HT51 Shiplap cladding
% = H3.2 pine 40x40mm horizontal
/ / caételrl)ated structural cavity battens
/
% |: j @ 400crs fixed @ stud crs
IS
E % /7
2 % /
. . Cotcra et S e
% AT grooved nails
/ w
/ ; ,
% 1 ) = Manaei{xﬁlapeﬂtﬁax I|=‘U35t jolipt' .
7 sealant to vertical control join
% ] g e s e
: / . ~
- 1
% % / / H1.2 LVL studs @ 600crs
/ _ 15
/ / 2
/ / AR
% % —] ~ | ——— 40mm 316 SS clinch nails @ board laps
% % B 9mm MAGNUM board® wall lining,
/ / g paint finish
% m
/,
SI i,
f % % 7
7 mmm flat head stainless steel nails are required
when connecting through Magnum board or into CCA
N treated timber.
Plan Detail - Vertical Control Joint e e o
= E 1:2 fixing is guaranteed at a minimum 30mm framing.
=
= ~—~ 10115
2N HEALTH o |
- BASED HT51 Vertical Shiplap Details
% zwg Plan Detail - Vertical Control Joint design
= %ral selecY
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9mm Magnum Board ® rigid air barrier fixed
with Paslode Impulse nail 65x2.8mm SS
round drive. Refer to Magnum Board ® rigid

air barrier technical manual specifications.
HBB Earthen HT51 Shiplap cladding

H3.2 pine 40x40mm horizontal castellated structural

[ ———

N

cavity battens @ 400crs fixed @ stud crs

Cladding face fixed with Silicon Bronze Rose

head 65x3.25mm annular grooved nails k
40mm 316 SS clinch nails @ board la N\

Folded aluminium head flashing supplied

and installed by Flashman

Bottom of cladding must be hard down

on top of flashman jamb fin

g

H1.2 LVL studs @ 600crs

H1.2 LVL studs, refer to drawings

9mm MAGNUM board® wall lining, paint finish

Thermakraft Premium Joining tape
dressed over top edge of head flashing

H3.1 packer supplied and installed
by Flashman

H1.2 Lintel refer to plan

Thermaflash flashing tape dressed into opening

1A
. ) f ] and 50mm over face of rigid air barrier
Flashman ® extruded aluminium one piece v \ ‘
cavity closer and head flashing with stop . .
end (shown dashed) o Continuous PEF backing rod to
perimeter of opening
35mm min. Flashing upstand behind )
cladding, and 10mm min. cover over joinery H3.2 packing
Flashman extruded aluminium jamb flashing Selected Foreverbeech® timber reveal
Typical Head - Section Detail Fixing Note:
1:5 90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA
treated timber.
Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.
9mm Magnum Board ® rigid air barrier fixed [ - )
with Paslode Impulse 65x2.8mm SS round Flashman ® aluminium mitre soaker
drive. Refer to Magnum Board ® rigid air ‘ supplied by flashman
barrier technical | ifications.
arrier technical manual specifications HBB Earthen ® fimber reveal
Flashman® extruded aluminium Continuous PEF backing rod to
slimline line sill flashing \ perimeter of opening
H3.2 packer
H3.1 Packer supplied and Wall lining fixed with Fortress 6gx32 C3 galv screws
installed by flashman N [ I Thermaflash flashing tape dressed into opening
d 50 fi f rigid air barri
Flashman back plate (Shown dashed) ———————— /\ Hj ) and Stmm over face of rigid alr barrier
Cladding face fixed with Silicon Bronze Rose g 7 H1.2 LVL studs @ 600crs
head 65x3.25mm annular grooved nails j\/
. . : 14 Gauge Hot Dip Galvanised (316 SS Where
40mm 316 S8 clinch nails @ board laps )4 required) S.T. H.C Screws at 600mm crs with
H3.2 pine 40x40mm horizontal / 65mm min. frame penetration. Supplied and
castellated structural cavity battens p’ installed by flashing ®. Refer to E2/AS for durability
@ 400crs fixed @ stud crs ) requirements
HBB Earthen HT51 Shiplap T 9mm MAGNUM board® wall lining, paint finish
cladding g
Typical Sill - Section Detail
1:5
/N 11/15
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9mm MAGNUM board® wall lining,

paint finish

H1.2 LVL studs @ 600crs

9mm Magnum Board ® rigid air barrier
fixed with Paslode Impulse nail
65x2.8mm SS round drive. Refer to
Magnum Board ® rigid air barrier
technical manual specifications.

H3.2 pine 40x40mm horizontal

castellated structural cavity battens
@ 400crs fixed @ stud crs

HBB Earthen HT51 Shiplap

10

cladding
40mm 316 SS clinch nails @ board laps

Cladding face fixed with Silicon Bronze R
head 65x3.25mm annular grooved nails

Flashman® extruded 40mm aluminium

L

A i

y l
ose
2

jamb flashing

Typical Jamb - Plan Detalil
1:5

18’;(
T~

Foreverbeech ® timber
reveal and architrave

Continuous flexible air seal
on PEF backing rod to
perimeter of opening

Timber packer as required

Thermaflash flashing tape dressed into
opening and 50mm over face of rigid
air barrier

Selected double glazed aluminium joinery

H3.1 packer supplied and
installed by Flashman

Head flashing over (Shown
dashed)

10mm min. joinery cover over
jamb flashing

Line of flashing slimline ® sill below

2mm gap between shiplap and jamb
flashing.

DO NOT FIX THROUGH JAMB

FLASHING

Fixing Note:

treated timber.

90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.
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Thermaflash flashing tape dressed into opening
and 50mm over face of rigid air barrier

18mm Magnum Board® flooring
12mm gap between stringer and
Continuous PEF backing rod cladding/joinery

to perimeter of opening

. . Decking as per drawings, joist sizes
H1.2 LVL timber joist, refer m and fixings in accordance with
todrawings —— NZS3604:2011

— Deck stringer and fixings in
accordance with NZS3604:2011
or specific engineering design

150‘mm
-

o
o
o
o o
S 0°
- o
9mm Magnum Board® rigid air barrier fixed . .
with Paslode Impulse 65x2.8mm SS round 40mm 316 SS clinch nails @ board laps
drive. Refer to Magnum Board ® rigid air 1 Cladding face fixed with Silicon Bronze
barrier technical manual specifications. 3 Rose head 65x3.25mm annular
grooved nails
o H3.2 pine 40x40mm horizontal castellated structural )
ol cavity battens @ 400crs fixed @ stud crs HBB Earthen HT51 Shiplap
| _ cladding
Cavity closure allow 15mm drip edge to
] bottom of cladding
] Fixing Note:
_ H 90mm x 3.15mm flat head stainless steel nails are required
DeCk Th reShOId Detall when connecting through Magnum board or into CCA
1:2 treated timber.
IS
CE, E Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
— 7 structural cavity battens can be installed provided cladding
E fixing is guaranteed at a minimum 30mm framing.
o |
=
o
= ~~ 13/15
AN HEALTH o ,
- BASED HT51 Vertical Shiplap Details
[aV] ™
S BUILDING . .
S o — Deck Threshold Detail des|gn
hay 6”'al se‘&c’t‘
[s2]
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77
HBB Earthen HT51 Shiplap T H3.2 pine 40mm horizontal structural
cladding 'y cavity battens fixed @ 400mm crs,
) castellated when no eaves
Butynol flashing over rubber boot as per
vanluk installation instructon —— [/ : 9mm Magnum Board® wall lining,
| Foreverbreathe paint finish
Vanluk rubber boot with adhesive 77\\ P
collar. refer to www.vanluk.co.nz
) 9mm Magnum Board ® rigid air barrier fixed
uPVC flange plate with Mapeflex to with Paslode Impulse 65x2.8mm SS round
top half of flange drive. Refer to Magnum Board ® rigid air
barrier technical manual specifications.
Mapeflex PU35 continuous around
pipe to cladding joint
Pipe extrusion sloping to outside ( 2
Powder coated flange plate i Solid blocking around penetration
/| \ with minimum 75mm overlap to RAB
/
Cladding face fixed with Silicon Bronze Rose ;K 9mm MAGNUM board® wall lining
head 65x3.25mm annular grooved nails 4ﬂrf’ paint finish ’
J ‘/
40mm 316 SS clinch nails @ board laps //4 \ H1.2 LVL studs @ 600crs
) ) ( \
£ Easiolated stucloral cauty batins A Wal ining fixed with Fortress
3 N @ 400crs fixed @ stud crs 69x32 C3 galv screws
Pipe Penetration - Section Detalil
1:5 Fixing Note:
90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA
treated timber.
Rigid air barrier fixed with Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
Paslode Impulse 65x2.8mm SS structural cavity battens can be installed provided cladding
round drive. Refer to Magnum fixing is guaranteed at a minimum 30mm framing.
Board ® rigid air barrier technical
manual specifications.
S|
- 9mm Magnum Board® wall lining, Support pipe with a nog under and
Foreverbreathe paint finish screw fixed strap over
HHAAAAAIANNA SIS AIA A\
H1.2 LVL studs refer to
drawings H1.2 LVL studs @ 600crs
== Butyl flashing over rubber boot per
- — vanluk installation instruction
- luk installation i i
777722222227 2Z 7
— Vanluk rubber boot with adhesive collar.
Refer to www.vanluk.co.nz
| |
o_| 4 316 SS clinch nail ' s H3.2 pine 40x40mm horizontal
o S%mm ) clinch nails castellated structural cavity battens
7 @ board laps @ 400crs fixed @ stud crs
_ Mapeflex PU§5 (;o_ntinuous around
pipe to cladding joint HBB Earthen HT51 Shiplap cladding
N uPVC flange plate with Mapeflex to ) ) -
| top half of flange Cladding face fixed with Silicon Bronze
Rose head 65x3.25mm annular
| grooved nails
IS
&
5 Pipe Penetration - Plan Detalil
z
= 7~ N 14/15
AN HEALTH o ,
- B ASED HT51 Vertical Shiplap Details
(aV] ™
S BUILDING , , , . .
q g e Pipe Penetration - Plan & Section Detail des|gn
P Uray gelecs
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Batten line A with double nail fixing for use in Extra High Wind
Zone. Single nail to joins. Double nail to studs without joins.
Nails must be stainless steel when connecting through Magnum

‘ 600 | board or H3.2 CAA treated timber. Nail size to be 90 x 3.15
! max stud spacing !
- . Batten line A -fup to extra high wind zone, .i. | .
L 40x40 H3.2 castellated cavity battens
(=)
§ = 90x45 H1.2 wall framing
&
g 2
8
3
€
*7 40x40 H3.2 castellated cavity battens
—_ . Batten line B -|up to very high wind zone -I- ! .

Batten Fixing

1:10

Batten line B with single nail fixing for use in Low to Very High
Wind Zone. Single nail to joins. Single nail to studs without joins.
Nails must be stainless steel when connecting through Magnum
board or H3.2 CAA treated timber. Nail size to be 90 x 3.15

- N 15/15

HEALTH

B ASED HT51 Vertical Shiplap Details

BUILDING™
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Batten Fixing design
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9mm Magnum Board®
rigid air barrier

HBB Earthen Horizontal
Shiplap cladding

H3.2 pine 40x40mm vertical structural
cavity battens fixed @ stud crs

Face fixed with Silicon Bronze
Rose head 65x3.25mm annular
grooved nails

9mm Magnum Board® wall
lining, Foreverbreathe paint
finish

H1.2 LVL studs @ 480crs

Wall lining fixed with Fortress
69gx32 C3 galv screws

40mm 316 SS clinch nails @ board laps

Cavity closer allow 15mm drip

edge to bottom of cladding \

Selected HBB timber skirting.

Concrete floor slab, refer to
drawings

50mm min cladding
overhang ———*

50 m!n min

150mm to finish paving

Refer to E2/AS1 for
threshold detail

Concrete Foundation Detalil
1:2

DPC between all timber
and concrete

6mm min gap between
back of rigid air barrier and
concrete perimeter

Fixing Note:

90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA
treated timber.

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.
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Concrete Foundation Detail
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9mm Magnum Board® rigid air

S

barrier

H1.2 LVL studs @ 480crs

Rigid air barrier fixings: Paslode
Impulse nail 65x2.8mm SS round
drive. Refer to Magnum Board ®
rigid air barrier technical manual
specifications and fixing installation

diagram.

'Z' flashing at Magnum Board ®

5
W
3

N

¥

rigid air barrier joint, for where
sheet lengths exceed 2.4 or 2.7m

H1.2 LVL timber joist, refer to

drawings

H3.2 pine 40x40mm vertical structural

cavity battens fixed @ stud crs

Face fixed with Silicon Bronze
Rose head 65x3.25mm annular

N

grooved nails

40mm 316 SS clinch nails @ board laps

HBB Earthen Horizontal

Shiplap cladding

Cavity closer allow 15mm drip

.
/
.
.

_ 7

edge to bottom of cladding

N
50

Timber Foundation Detail

1:2

9mm Magnum Board® wall lining,
Foreverbreathe paint finish

Selected HBB timber skirting.

Wall lining fixed with Fortress
69gx32 C3 galv screws

18mm Magnum board
flooring

Fixing Note:

treated timber.

90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.
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HT51 Horizontal Shiplap Details

Timber Foundation Detail
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9mm Magnum Board®
wall lining, Foreverbreathe
paint finish

H1.2 LVL studs @ 480crs

Wall lining fixed with
Fortress 6gx32 C3 galv
screws

N

1NN

|
i
an\y

‘10

w
HAH

g

e
P

ISP IR IE IS
PP

Mapei Mapeflex PU35 joint
sealant to all Magnum board air

barrier joints

75x75 uPVC external corner

HBB Earthen Horizontal Shiplap cladding

9mm Magnum Board® rigid air barrier

H3.2 pine 40x40mm vertical structural
cavity battens fixed @ stud crs

Face fixed with Silicon Bronze
Rose head 65x3.25mm annular
grooved nails

9mm Magnum Board® rigid air barrier fixed
with Paslode Impulse nail 65x2.8mm SS
round drive. Refer to Magnum Board® rigid
air barrier technical manual specifications.

40mm 316 SS clinch nails @ board laps

HBB Earthen H3.2 90x20mm grooved
external corner facing

90

T— HBB Earthen H3.2 70x20mm tongued

back flashing

External Corner Detalil

70

20

external corner facing

1:2

Fixing Note:

treated timber.

90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.
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9mm Magnum Board® wall lining,

Foreverbreathe paint finish

H1.2 LVL studs @ 480crs

50

H

40mm 316 SS clinch nails @ board laps——

Proprietary uPVC 90° internal corner
'W' mould flashing with hems

Cladding face fixed with Silicon Bronze
Rose head 65x3.25mm annular
grooved nails

H3.2 pine 40x40mm vertical structural

cavity battens fixed @ stud crs

HBB Earthen Horizontal Shiplap cladding —

Internal Corner Detail

1:2

50

Wall lining fixed with Fortress
6gx32 C3 galv screws

Mapei Mapeflex PU35 joint
sealant to all Magnum board air
barrier joints

Rigid air barrier fixed with Paslode
Impulse nail 65x2.8mm SS round
drive. Refer to Magnum Board ®
rigid air barrier technical manual
specifications.

9mm Magnum Board® rigid
air barrier

Fixing Note:

treated timber.

90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.
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Selected profiled metal roofing on roofing underlay

Ensure roofing underlay is laid horizontally and
over top of eaves flashing. Ensure roof fixing

does not penetrate eave flashing

50

125mm min.-Refer E@/AST Fig. 45
Folded 0.55BMT Prefinished

metal eaves flashing with
hem at top edge

Selected spouting

Provide solid blocking for fixing

HBB Earthen® fascia board —==_

9mm Magnum Board® soffit
lining, flush stopped, paint finish

HBB Earthen ® soffit moulding

HBB Earthen Horizontal Shiplap cladding

Cladding face fixed with Silicon Bronze Rose head

65x3.25mm annular grooved nails

H3.2 pine 40x40mm vertical structural cavity battens @

drawings

stud crs. Nail fixed @ 600crs. Refer schedule below

40mm 316 SS clinch nails @ board laps

9mm Magnum Board ® rigid air barrier fixed with Paslode
Impulse nail 65x2.8mm SS round drive. Refer to Magnum

Board ® rigid air barrier technical manual specifications.

Eave - Section Detalil
1:5

[N,

Fixing Note:
90mm x 3.15mm flat head stainless steel nails are required

when connecting through Magnum board or into CCA
treated timber.

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.

Roof structure in accordance
with NZS3604 or specific
Engineering design

H1.2 ceiling battens, refer to

Wall lining fixed with Fortress
69gx32 C3 galv screws

H1.2 LVL studs @ 480crs

9mm MAGNUM board®
lining, paint finish

- N
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Y-Refer table 7 E2/AS1

Selected profile metal roofing
on roofing underlay

— Roof structure as per NZS3604 or
specific engineering design

0.55BMT metal barge flashing
to match roofing with two

crests min cover to roofings _;1/_\ /—\ /—\ /—\ /—\ /—\ /_

Z - Refer
Table 7

N

HBB Earthen®fascia board —=

9mm Magnum Board® soffit lining, flush

stopped, paint finish

HBB Earthen ® soffit moulding

H3.2 pine 40x40mm vertical structural cavity battens @

stud crs. Nail fixed @ 600crs. Refer schedule below

Cladding face fixed with Silicon Bronze Rose

head 65x3.25mm annular grooved nails

Wall lining fixed with Fortress
— 6gx32 C3 galv screws

HBB Earthen Horizontal Shiplap cladding

9mm Magnum Board ® rigid air barrier fixed with Paslode
Impulse nail 65x2.8mm SS round drive. Refer to Magnum

9mm MAGNUM board®
lining, paint finish

Board ® rigid air barrier technical manual specifications.

DU SANNATEN

H1.2 LVL studs @ 480crs

40mm 316 SS clinch nails @ board laps

Barge - Sectional Detail

Fixing Note:
90mm x 3.15mm flat head stainless steel nails are required

1:5

when connecting through Magnum board or into CCA
treated timber.

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.

- N

HEALTH

BASED
BUILDING™

oy
ral sele'

6/15
HT51 Horizontal Shiplap Details
Barge - Section Detail design

128 Montreal St. ph 03 9421977 Email admin@apdesign.co.nz  www. apdesign.co.nz




150mm

100

50

10mm
Lol

0

13/12/2021 1:14:27 PM

1o E2/AS1 Fig 45

125m\‘m‘%

Folded 0.55BMT Prefinished metal
eaves flashing with hem at top edge

Selected spouting

HBB Earthen® fascia board
Solid blocking for fixing 71
HBB Earthen Horizontal Shiplap cladding 3

Cladding face fixed with Silicon Bronze Rose

Selected profiled metal roofing on
roofing underlay

head 65x3.25mm annular grooved nails

40mm 316 SS clinch nails @ board laps

H3.2 pine 40x40mm vertical structural cavity
battens @ stud crs. Nail fixed @ 600crs. Refer
schedule below

9mm Magnum Board ® rigid air barrier fixed with
Paslode Impulse nail 65x2.8mm SS round drive.
Refer to Magnum Board ® rigid air barrier technical
manual specifications.

Roof structure in accordance with
NZS3604 or specific engineering design

Wall lining fixed with Fortress
69gx32 C3 galv screws

H1.2 LVL studs @ 480crs

9mm MAGNUM board® wall and ceiling
lining, paint finish

Barge - No Soffit Detail
1:5

Fixing Note:

90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA
treated timber.

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.

Prefinished metal barge flashing.
Confirm min cover requirements over
with E2/AS1 Table 7

Y - Refer Table 7 E2/As1

Selected profiled metel roofing on
roofing underlay

Z - Refer Table 7 E2/AS1

HBB Earthen® fascia board

HBB Earthen Horizontal Shiplap cladding

40mm 316 SS clinch nails @ board laps

H3.2 pine 40x40mm vertical structural cavity
battens @ stud crs. Nail fixed @ 600crs. Refer

Roof structure in accordance with

schedule below ~

Cladding face fixed with Silicon Bronze Rose
head 65x3.25mm annular grooved nails Vi

NZS3604 or specific Engineering design

9mm Magnum Board ® rigid air barrier fixed
with Paslode Impulse nail 65x2.8mm SS q
round drive. Refer to Magnum Board ® rigid
air barrier technical manual specifications.

Wall lining fixed with Fortress
6gx32 C3 galv screws

H1.2 LVL studs @ 480crs

9mm MAGNUM board® wall and
ceiling lining, paint finish

Roof - Wall ridge - Section Detalil
:5

1

- N
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<~ Cladding face fixed with Silicon Bronze
Rose head 65x3.25mm annular
grooved nails

p
E - HBB Earthen Horizontal Shiplap cladding

40mm 316 SS clinch nails @ board laps

Thermakraft Premium Joining tape
dressed over top edge of apron flashing

Cavity closer allow 15mm drip edge to

75

35

bottom of cladding

Prefinish metal apron flashing. 75mm Cover
behind cladding. 35mm min. clearance
between cladding and flashing. Refer to
E2/AS1 Table 7 for cover over roofing

5mm max. Gap between flashing and roofing

Roof structure in accordance with

NZS3504:2011 or specific engineer design

A/
4 9mm Magnum board® soffit lining
Selected HBB Earthen® soffit moulding
S H3.2 pine 40x40mm vertical structural cavity

battens @ stud crs. Nail fixed @ 600crs. Refer
schedule below

9mm Magnum Board® rigid air barrier

H1.2 LVL studs @ 480crs

Navaal

9mm MAGNUM board® wall lining, paint finish

Canopy Junction - Section Detail

Fixing Note:
90mm x 3.15mm flat head stainless steel nails are required

when connecting through Magnum board or into CCA
treated timber.

1:5

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.
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mm Magnum Board ® rigid air
L? 9 M Board ® rigid ai
7 //" barrier fixed with Paslode Impulse
- nail 65x2.8mm SS round drive. Refer
g:ﬁ? mgﬁNUM board® wall ining, e to Magnum Board ®rigid air barrier
%/ technical manual specifications.
s o
T 9mm Magnum Board ® rigid air barrier
H1.2 LVL studs @ 480crs I w’wn}?’ﬂ
- 40mm 316 SS clinch nails @ board lapg
| —
I
‘ o
Wall lining fixed with Fortress 1 . »
6gx32 C3 galv screws — Thermakraft Premlum Joining te}pe
| j dressed over horizontal control joint
l|]
H1.2 Bottom plate | |
u/% Mapei Mapeflex PU35 joint
| sealant to all Magnum board air
| ) f S barrier joints
| ) —— ~ 10 - 12mm min horizontal control
_ rr - joint. Required where wall exceeds
( / ’ R d wh Il d
2700mm in height
\ | S
\ 1 J/
Fixing Note: \ / TP
90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA
treated timber. S
Refer page 15/15 for batten fixing details. 45x20 H3.2 non- —— HBB Earthen Horizontal Shiplap
structural cavity battens can be installed provided cladding i cladding
fixing is guaranteed at a minimum 30mm framing. /
| Ve
Il J Ve
oy } | /
l Thermakraft Premium Joining tape
| )/ //" dressed over top edge of horizontal
| Z-flashing
Floor joists refer to plan
35mm Min cover flashing over cladding. " c Caviity closer allow 15mm drip edge
E to bottom of cladding
Purpose made aluminium flashing. 15°
min slope. Refer to table 20 of E2/AS1
for flashing durability
H1.2 Top plate E
—=—— 35mm Min cover
T flashing over cladding.
Cladding face fixed with Silicon Bronze
Rose head 65x3.25mm annular
— = e grooved nails
e
Y H3.2 pine 40x40mm vertical structural
cavity battens @ stud crs. Nail fixed @
g 600crs. Refer schedule below
Horizontal Control Joint
1:2
HEALTH e
BASED HT51 Horizontal Shiplap Details
BUILDING™ , . .
Horizontal Control Joint design
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0

m—— HBB Earthen Horizontal Shiplap cladding

— HB3.2 pine 40x40mm vertical structural cavity
battens @ stud crs. Nail fixed @ 600crs.
Refer schedule below

N

“““““
vvvvvvvv

Thermakraft Premium Joining tape
dressed over Magnum board joints

‘ Mapei Mapeflex PU35 joint
Ve s sealant to vertical control joint

v /
J /Hy'/ii 40mm 316 SS clinch nails @ board laps

“““““
vvvvvvvv

Cladding face fixed with Silicon Bronze
Rose head 65x3.25mm annular
grooved nails

i
7
7%% H1.2 LVL studs @ 480crs

§ %

=T 9mm MAGNUM board® wall lining, paint finish
//

&
///

g

7 - 9mm Magnum Board ® rigid air barrier fixed

A with Paslode Impulse nail 65x2.8mm SS round
s drive. Refer to Magnum Board ® rigid air barrier

//// technical manual specifications.

A

Vertical Control Joint Fixing Note:

90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA
treated timber.

1:2

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.

13/12/2021 1:14:27 PM

- ~ 10/15

HEALTH

BASED HT51 Horizontal Shiplap Details

BUlLDINEJM Vertical Control Joint design

%v. o
Il"'al se‘ll’/c’t‘

128 Montreal St. ph 03 9421977  Email admin@apdesign.co.nz  www. apdesign.co.nz




150mm

100

50

10mm

0

13/12/2021 1:14:28 PM

40mm 316 SS clinch nails @ board laps

H3.2 pine 40x40mm vertical structural cavity
battens @ stud crs. Nail fixed @ 600crs.

Refer schedule below

Cladding face fixed with Silicon Bronze
Rose head 65x3.25mm annular

grooved nails

HBB Earthen Horizontal Shiplap cladding —————==

Folded aluminium head flashing supplied

Bottom of cladding must be hard down

and installed by Flashman ﬁ/ﬁi ‘
’ ]
on top of flashman jamb fin j./

Flashman ® extruded aluminium one piece
cavity closer and head flashing with stop
end (shown dashed)

35mm min. Flashing upstand behind
cladding, and 10mm min. cover over joinery

e

Flashman extruded aluminium jamb flashing

Typical Head Detail
1:5

9mm MAGNUM board® wall lining, paint finish

9mm Magnum Board ® rigid air barrier fixed
with Paslode Impulse nail 65x2.8mm SS round
drive. Refer to Magnum Board ® rigid air barrier
technical manual specifications.

Thermakraft Premium Joining tape
dressed over top edge of head flashing

H1.2 LVL studs @ 480crs

H3.1 packer supplied and installed
by Flashman

H1.2 Lintel refer to plan

Continuous flexible PEF air seal backing
rod to perimeter of opening

10mm Gap nominal to allow for head
deflection and air seal

Thermaflash flashing tape dressed into opening
and 50mm over face of rigid air barrier

Foreverbeech® timber reveal - choose size + code

treated timber.

uf/(; UV __ o
|
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Fixing Note:

90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.

9mm Magnum Board ® rigid air barrier fixed
with Paslode Impulse nail 65x2.8mm SS

round drive. Refer to Magnum Board ® rigid
air barrier technical manual specifications.

Flashman back plate (Shown dashed)

Flashman® extruded aluminium
slimline line

H3.1 Packer supplied and
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installed by flashman

Cladding face fixed with Silicon Bronze
Rose head 65x3.25mm annular

|| s ¥ ,;‘\\
Y
@

grooved nails

HBB Earthen Horizontal Shiplap cladding ———— =

40mm 316 SS clinch nails @ board laps J‘g

H3.2 pine 40x40mm vertical structural
cavity battens @ stud crs. Nail fixed @

600crs. Refer schedule below

Typical Sill Detail
1:5

Flashman ® aluminium mitre soaker
supplied by flashman

HBB Earthen ® timber reveal

H3.2 timber packer as required

Continuous flexible PEF air seal backing
rod to perimeter of opening

10mm nominal gap
Wall lining fixed with Fortress 6gx32 C3 galv screws

Thermaflash flashing tape dressed into opening
and 50mm over face of rigid air barrier

H1.2 LVL studs @ 480crs

14 Gauge Hot Dip Galvanised (316 SS Where
required) S.T. H.C Screws at 600mm crs with 65mm
min. frame penetration. Supplied and installed by
flashing ®. Refer to E2/AS for durability requirements

9mm MAGNUM board® wall lining,
paint finish
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H1.2 LVL studs @ 480crs 10

9mm MAGNUM board® wall lining, paint finish /

9mm Magnum Board ® rigid air
barrier fixed with Paslode Impulse
nail 65x2.8mm SS round drive. Refer
to Magnum Board ® rigid air barrier ‘
technical manual specifications. -

H3.2 pine 40x40mm vertical structural
cavity battens @ stud crs. Nail fixed @ 2|
600crs. Refer schedule below

40mm 316 SS clinch nails @ board laps 4 S

y vi = 2L ] 7/
HBB Earthen Horizontal Shiplap cladding —— o o

grooved nails

Cladding face fixed with Silicon Bronze

Rose head 65x3.25mm annular N\
H3.1 packer supplied and installed by Flashman

Flashman® extruded 40mm aluminium jamb flashing

Typical Jamb Detalil DO NOT FIX THROUGH JAMB FLASHING
1:5

10mm Nominal gap
Foreverbeech ® timber
reveal and architrave

Continuous flexible air seal PEF
backing rod to perimeter of opening

H3.2 timber packer as required

Thermaflash flashing tape dressed
into opening and 50mm over face
of rigid air barrier

Selected aluminium joinery

Head flashing over (shown dashed)

10mm min. joinery cover over
jamb flashing

Line of flashing slimline ® sill below

2mm gap between shiplap and jamb
flashing.

Fixing Note:

90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA
treated timber.

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.
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Thermaflash flashing tape dressed into opening
and 50mm over face of rigid air barrier

18mm Magnum Board® flooring

Continuous PEF backing rod
to perimeter of opening

H1.2 LVL timber joist, refer
to drawings

12mm gap between stringer and
cladding/joinery

Decking as per drawings, joist sizes
and fixings in accordance with
NZS3604:2011

Deck stringer and fixings in
accordance with NZS3604:2011
or specific engineering design

40mm 316 SS clinch nails @ board laps

9mm Magnum Board® rigid air barrier fixed . //,,@-7 Cladding face fixed with Silicon Bronze
with Paslode Impulse nail 65x2.8mm SS -1 © // Rose head 65x3.25mm annular
round drive. Refer to Magnum Board ® rigid ) grooved nails
air barrier technical manual specifications. / . . .
2 I //" —-=———— HBB Earthen Horizontal Shiplap cladding
H3.2 pine 40x40mm vertical structural — 4
cavity battens @ stud crs. Nail fixed @
600crs. Refer schedule below
Cavity closer allow 15mm drip edge to
bottom of cladding
Fixing Note:
90mm x 3.15mm flat head stainless steel nails are required
when connecting through Magnum board or into CCA
H treated timber.
Deck Threshold Detail
1:2 Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.
HEALTH o
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HBB Earthen Horizontal Shiplap cladding 4%
7

9mm Magnum Board ® rigid air barrier

Cladding face fixed with Silicon Bronze ‘ fixed with Paslode Impulse nail 65x2.8mm
Rose head 65x3.25mm annular SS round drive. Refer to Magnum Board
grooved nails ® rigid air barrier technical manual

: ‘ specifications.

Vanluk rubber boot with adhesive |
collar. refer to www.vanluk.co.nz

Butynol flashing over rubber boot as per

uPVC flange plate with Mapeflex to | vanluk installation instruction
top half of flange ‘
Mapeflex PU35 continuous around ‘ \-/ H1.2 LVL studs @ 480crs

pipe to cladding joint E

Pipe penetration sloping to outside —g

Solid blocking around penetration
with minimum 75mm overlap to RAB

MS sealant continuous around pipe to /
cladding joint

9mm Magnum Board® wall lining,
Foreverbreathe paint finish

40mm 316 SS clinch nails @ board laps

H3.2 pine 40x40mm vertical structural
cavity battens @ stud crs. Screw fixed
@ 600crs. Refer schedule below 4‘

—/

Wall lining fixed with Fortress
6gx32 C3 galv screws

Pipe Penetration Section Detalil
1:5

Fixing Note:
90mm x 3.15mm flat head stainless steel nails are required

when connecting through Magnum board or into CCA
treated timber.

Refer page 15/15 for batten fixing details. 45x20 H3.2 non-
structural cavity battens can be installed provided cladding
fixing is guaranteed at a minimum 30mm framing.

Rigid air barrier fixed with Paslode
Impulse nail 65x2.8mm SS round drive.
Refer to Magnum Board ® rigid air
barrier technical manual specifications.

Support pipe with a nog under and

9mm Magnum Board® wall lining, screw fixed strap over

Foreverbreathe paint finish

H1.2 LVL studs @ 480crs

Butyl flashing over rubber boot per
vanluk installation instruction

Vanluk rubber boot with adhesive collar.
Refer to www.vanluk.co.nz

40mm 316 SS clinch nails @

board laps —\

H3.2 pine 40x40mm vertical structural
cavity battens @ stud crs. Nail fixed @
600crs. Refer schedule below

HBB Earthen Horizontal Shiplap cladding _/

Cladding face fixed with Silicon Bronze
Rose head 65x3.25mm annular
grooved nails

Mapeflex PU35 continuous around
pipe to cladding joint

uPVC flange plate with Mapeflex to
top half of flange

Pipe Penetration Plan Detail
1:5

13/12/2021 1:14:29 PM
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480

Batten line B - up to very high wind zone ,,

max stud spacing

600
batten fixing to stud

20

20

Batten line A - up to extra high wind zone

90x45 H1.2 wall framing

—r=—— 40x40 H3.2 structural cavity battens

—=—— Batten line A with double nail fixing for use in Extra High Wind Zone.

Double nails to joins 20mm off-set. Double nail to studs throughout.
Nails must be stainless steel when connecting through Magnum board
or H3.2 CAA treated timber. Nail size to be 90 x 3.15

Batten Fixing

1:10

Batten line B with single nail fixing for use in Low to Very High Wind
Zone. Single nail to joins 20mm off-set. Single nail to studs
throughout. Nails must be stainless steel when connecting through
Magnum board or H3.2 CAA treated timber. Nail size to be 90 x 3.15
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Nail Fixing Positions - Including Clinch Nail
Pre-bore using 3.5mm drill size

Installed vertically on 45mm or 20mm castellated batten Installed horizontally on 45mm or 20mm cavity batten

Scarf Joint Face Fixing Position Scarf Joint on 45mm or 20mm cavity batten
32mm in from edge of brushed face to centre of nalil

Positioning of boards including drip grooves

14mm

)

- :

% N

Drip grooves lined up




Storage & Handling

As the timber is kiln dried, care must be taken to make sure the product remains dry at all
times before installation. Timber must be stored on a well-ventilated level surface, on bearers
at least 250mm off the ground or substrate such as concrete. Timber must be protected from
weather, direct sunlight and moisture prior to installation.

If timber is uncoated it must be pre-coated (first coat) to all edges, back and face before
installation.



